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POLICY XXVIII:  X-ray LABORATORY MANAGEMENT PLAN

Laboratory Location:
Room # 236 Health Professions Building Energized Lab




Room # 239 Health Professions Building Processing Lab

Certificate of Shielding:
Phoenix Technology Consultants, Inc.




555 Sun Valley Drive, Suite E-3




Roswell, GA 30076

Equipment Listing:
TXR 325 D Standard Frequency General Radiographic Room




Control: 

TXR 325 D  

226523 
May 2000




Table:

13-FBT-6WFT Table 
22498 
April 2000




Transformer:
TXR-325-1  

22624
May 2000




Wall Stand:
13-BF-7 EURO

22626
May 2000




Tube:

MC-150

          FH33046
Mar 2000




Processor:
AFP Mini Med/90
15278
May 2000

Lab Hours:
Scheduled Hours during Procedure courses.



Non Scheduled Hours             Anytime
Radiology Faculty must be                                  immediately available. *

* The unit can be powered on but cannot be energized for exposures.

Energized Lab Procedure for Use and Safe Operation

Turn the main power switch on located on the wall.

Turn on the unit’s main power switch located on the control unit right side.

Follow the warm up procedure as posted on the wall.

No one is allowed in the radiographic room during any exposures.

Only Radiographic phantoms and devices are to be exposed to radiation.

Under no circumstances are students to radiate each other. 

All students and faculty are to stand behind the control panel wall during exposures.

The door to room 236 must be closed before any exposures are made.

All lab progression sheets and Seminar Lab Evaluation Sheets are to be brought into the lab. 

Processor Procedure for Use and Safe Operation

Follow Start up and shut down procedures posted on the wall.

Wear goggles and gloves if likely to be splashed by the chemicals.

In the event chemicals are splashed on your skin or eyes, follow the instructions on the MSDS sheets posted on the wall.

Ensure the door is closed before proceeding with film development.

Ensure that the safe lights are on and the white lights are off before opening film bin.

Ensure that your film is in the processor and the film bin door is closed.

Open the door to room 239. To ensure ventilation do not keep the door to room 239 closed any longer than to load and unload you film. 

For All Laboratory Equipment

Report any suspicious wires, smells, electrical malfunctions immediately.

Do not attempt to fix any of the above listed equipment. Inform the faculty of any concerns.

https://daltonstatecollege.sharepoint.com/sites/alliedhealth/Rad Tech Shared/Handbook/2017 Student Handbook/2017 Student Handbook/E28 Policy XXVIII X-ray Lab Management Plan 2017.doc

